The purpose of this study was to investigate how cyclic loading influenced the fracture toughness of hot-press lithium disilicate and zirconia core materials and whether there was an increase in the propensity for crown failure. Two types of all-ceramic crowns including the IPS e.max Press system (n524) and the Lava zirconia system (n524), were selected. Sectioned specimens were subjected to cyclic loading with the maximum magnitude of 200 N (R50.1) until two million cycles. The material properties including Young's modulus (E) and hardness (H) and the fracture toughness (K IC ) of the core materials were evaluated using indentation methods (n512 each). The load-bearing capacities of the specimens were examined by means of monotonic load to fracture (n512 each). It was found that the material properties, including E, H and K IC , of the two types of dental ceramics, were reduced. Statistical analysis indicated that there were no significant influences of fatigue loading on material properties E and H for both types of dental ceramics or K IC for zirconia, while for the IPS e.max Press core, K IC , which was parallel to the direction of the lithium disilicate crystals, was significantly reduced (P50.001). A conclusion was drawn that zirconia possesses high mechanical reliability and sustainable capacity to resist fatigue loading, while fatigue loading remarkably degraded the anisotropic mechanical behaviour of hot-press lithium disilicate ceramics.
INTRODUCTION
All-ceramic dental restorations have been widely applied in prosthodontics because of their aesthetic, biocompatible and inert properties. 1 Among the major shortcomings of brittle ceramics is susceptive to flaws and defects, which can develop as a result of thermal, chemical or mechanical processes. Thus, restorations are prone to catastrophic failure when subjected to tensile stress. [2] [3] Efforts to enhance the service life of all-ceramic materials have been undertaken to improve their strength (s) and fracture toughness (K IC ).
In recent decades, dental ceramics with high strength and toughness have been developed to meet the requirements of routine functions similar to the functions of teeth. Despite their general success, some all-ceramic crowns experience failure after years of service. As indicated in a clinical survey, the main cause of failure is fracture of the ceramics. Because the estimated survival rates of all-ceramic crowns were 97.3% at 5 years, 93.5% at 10 years and 78.5% at 20 years, their long-term success remains a major concern for restorative dentistry. 4 Dynamic fatigue testing provides an efficient means for evaluating the long-term mechanical properties of materials under a constant cyclic stress ratio. Mechanical degradation in flexural stress and toughness has been realized in multiple dental ceramics, [5] [6] such as single ceramic crowns 7 and dental bridges. 1 The fracture toughness (K IC ) is defined as the critical stress intensity factor at which a given flaw starts growing, and it indicates the intrinsic capacity of a material to resist rapid crack propagation and consequent catastrophic failure. 8 According to the relationship of K IC and s, based on linear fracture mechanics, K IC~s ffiffiffiffiffiffiffiffi ffi Y pa p , s was influenced by flaw size a. For dental ceramics containing flaws and defects, which can act as localized stress concentrators, although the stresses induced by low mastication loads do not exceed their characteristic strength, these stresses can promote subcritical crack growth, which results in substantial reduction of strength and potential catastrophic failure. [9] [10] Therefore, K IC is more predictive than strength, 11 which has been widely accepted as a material parameter for the reliability assessment of ceramic materials. [12] [13] There are some methods for evaluating the fracture toughness of ceramics, including indentation fracture (IF), 12 indentation strength, 14 single-edge-notched beam [15] [16] and chevron-notched beam. 17 Compared with the other methods, the IF technique, although it is not an accurate tool for determining the fracture toughness of unknown ceramic materials, [18] [19] [20] requires only a small specimen size and uses simple experimental procedures, 21 and has been widely accepted to measure K IC of brittle materials with Vickers indenter. 12, 22 In recent decades, some previous studies have measured the initial K IC of dental ceramics. 3, 21, 23 Zirconia and lithium disilicate dental ceramics are widely used in China. A previous study reported that the facture strength of zirconia ceramics, regardless of the brand (Cercon smart, Lava, Porcera and CEREC 3), could be greater that 1 000 N. 24 The overall load-bearing capacities of all-ceramic crowns could decrease after combined cyclic stress and moist and thermal cycling. [25] [26] Recently, the quasi-static fracture test showed that cement ageing caused by moisture could also result in a reduction of the load-bearing capacities of all-ceramic crowns. 27 Because K IC is generally believed to be a material constant, whether the K IC of the dental ceramics and the load-bearing capacities of the layered structures are affected by fatigue loading have been of great interest to the practice of restorative dentistry. The purpose of this study was to evaluate the effects of fatigue loading on the fracture toughness and load-bearing capacities of these two types of dental ceramics. We hypothesized that the fracture toughness and loadingbearing capacities of the dental ceramics would significantly decrease after cyclic loading.
MATERIALS AND METHODS

Specimen fabrication
Two types of core veneered ceramics were fabricated, including the IPS e.max Press (Ivoclar-Vivadent, Schaan, Liechtenstein) pressable ceramic with IPS e.max Ceram (Ivoclar-Vivadent, Schaan, Liechtenstein) as the veneer and the zirconia core Lava (3M ESPE, Seefeld, Germany) for computer-aided machining (CAM) with Vita VM9 (Zahnfabrik, Bad Sackingen, Germany) as the veneer. Flat porcelain/ceramic bilayered specimens, with dimensions of 10.5 mm32 mm32 mm, as shown in Figure 1 , were fabricated according to the manufacturer's instructions. 28 The IPS e.max Press core, with a thickness of 0.8 mm, was veneered with 1.2-mm-thick IPS e.max Ceram, to obtain a total thickness of 2 mm greater that the substrate. The lower surface of the e.max Press core was etched with 4.5% hydrofluoric acid for 20 s, rinsed with plenty of distilled water and silanized and cemented to the Z100 (3M ESPE, St Paul, MN, USA) composite resin, thereafter acting as the dummy tooth substrate, with Rely X ARC (3M ESPE, St Paul, MN, USA) dual-cure resin cement. Vita VM9, with a thickness of 1.4 mm, was veneered on the 0.6-mm-thick zirconia core. Because excessive grinding or alumina abrasion could potentially introduce flaws and reduce the flexural strength of the zirconia core, 29 in this study, the lower surface was roughened with 600-grit silicon carbide paper and cemented to the Z100 composite resin with Rely X ARC.
A total of 24 specimens were prepared for each type of the dental ceramic (lithium disilicate and zirconia). For each type of the dental ceramic, 12 specimens were randomly selected and subjected to cyclic loading. After fatigue, six specimens were randomly selected and subjected to monotonic load to fracture, and the other specimens were tested with nanoindentation and Vickers indentation. The remaining 12 specimens were tested as the control groups without fatigue. Similarly, six specimens were subjected to monotonic load to fracture, and the other six specimens were tested with nanoindentation and Vickers indentation. To conduct indentation tests, both sides of the specimens were successively wet ground to the required thickness with 320\600\800\1 200\2 000\3 000\5 000-grit silicon carbide (Matador, Wasserfest, Germany) mounted on the metallographic polishing machine (UNIPOL-830; Shenyang Kejing Auto-instrument, Shenyang, China). Note that nanoindentation was performed on one side of the specimen and Vickers indentation was performed on the other side.
Fatigue tests
During mastication, the restored posterior molar must withstand cyclic loads ranging from approximately 60 to 200 N. 30 Under some severe conditions, such as clenching and grinding (bruxism), the maximum occlusal force can reach 500-800 N. As the number of chewing cycles per day was estimated at approximately 800-1 400, a moderate 500 000 cycles was considered to be the functioning cycle for the restored teeth per year. 31 In this study, the mechanical behaviours of the restored crowns were evaluated after 4 years of service. For each type of ceramic, 12 specimens were randomly selected as a control group, and the others were subjected to cyclic loading. The specimens, exposed to air at room temperature, were subjected to sinusoidal fatigue loading in a fatigue test machine (BOSE ELF3300, BOSE, Minnetonka, MN, USA). As shown in Figure 1 , the cyclic load (5 Hz) was applied at the center of porcelain surface with a tungsten carbide sphere (radius r53 mm) at a maximum compressive load of 200 N (R50.1 until two million cycles).
Monotonic load to fracture
The overall load-bearing capacities of the specimens were tested using monotonic load to fracture, and the ultimate load was recorded. Six specimens in the control group and six specimens after cyclic loading for each type of dental ceramic were subjected to monotonic load to fracture. The monotonic load was applied at the centre of the porcelain surface with a tungsten carbide sphere with a diameter of 6 mm using the Zwick BZ2.5/TS1S (model BZ2.5/TS1S; Zwick/Roll, Ulm, Germany) universal testing machine at a rate of 0.05 mm?min 21 in the displacement control mode.
Indention tests
The remaining six specimens in the control group and six specimens after cyclic loading for each type of dental ceramic were subjected to indentation tests. For each specimen, nanoindentation testing was performed at specified region ( Figure 1 ) on one side to evaluate Young's modulus (E) of the core ceramics. Nanoindentation experiments were performed using the Hysitron Triboscope nanoindenter In-Situ Nanomechanical Test System (Hysitron, Minneapolis, MN, USA). A Berkovich indenter (TI-039; Hysitron, Minneapolis, MN, USA) was used, with a tip radius of approximately 200 nm. Loading was performed according to a triangular profile, with a maximum load of 4 mN and loading and unloading rates of 0.6 mN?s 21 .
The hardness and fracture toughness of the ceramic cores were measured at the other side of the specimen using a Vickers hardness tester (HVS-10Z/LCD; Shanghai Taiming Optical Instrument, All-ceramic crown fatigue RR Wang et al 100 Shanghai, China) with a load of 98 N and a dwell time of 5 s for the zirconia core and with a load of 49 N and a dwell time of 5 s for the e.max Press core. The indent diagonal was oriented in the horizontal direction, while in the control groups indentation was also performed with 10 6 of rotation anticlockwise relatvie to the horizontal direction. The distance from crack-tip to crack-tip in the horizontal and vertical directions, along with the length of the indent diagonal, was measured immediately using an optical microscope at high magnification (3600). The values of Vickers hardness (H, GPa) were calculated according to ASTM C 1327-08, [32] [33] by the following equation:
where P was the applied load (N) and d was the mean value of the two diagonal lengths (mm). The indentation fracture toughness (K IC ) was then calculated according to the following equation: 13
In the above equation, E was the elastic modulus obtained from nanoindentation, H was the hardness obtained from the Vickers hardness test, P was the indentation load and c was the average crack length measured from the centre of the indent.
Statistics
Statistics were analysed using the one-way analysis of variance with Turkey's test (Statistical Package for the Social Sciences, SPSS, version 19.0; IBM, Armonk, NY, USA). Significant differences were identified by P,0.05.
RESULTS
Two IPS e.max specimens were fractured at 1 600 000-1 800 000 cycles. An example of a fractured specimen is shown in Figure 2 . From the fractographic analysis, the conic crack was first initiated in the veneer near the loading spot. With the growth of the cone cracks, they penetrated into the IPS e.max core and caused bulk failure. The other specimens remained intact after the completion of 2 000 000 cycles. Under these conditions, five IPS e.max Press specimens were randomly selected and subjected to monotonic load to fracture and the remaining five specimens were tested with indentation. The elastic modulus, hardness and fracture toughness were measured with indentation and are listed in Table 1 . The Young's modulus (E), hardness (H) and fracture toughness (K IC ) of the zirconia core were significantly greater compared to the e.max Press core in both the control and experimental groups (P,0.05). Compared with the control group, the Young's modulus (E), hardness (H) and fracture toughness (K IC ) of the zirconia core decreased, but there was no statistically significant reduction (P.0.05). As shown in Figure 3 , the crack lengths induced by the Vickers indentation in the zirconia core were identical, indicating that zirconia remained mechanically isotropic after cyclic loading.
Interestingly, the lithium disilicate core behaved anisotropically. In the control group, the horizontal crack, which was parallel to the interface of the core and veneer, was longer than the vertical if the diagonal of the Vickers indenter was aligned in the horizontal direction ( Figure 4a ). The cracks redirected when the diagonal of the Vickers indenter was rotated (Figure 4b ). According to the diagonal length of the crack displayed in Figure 4a and Equation (2), the mean magnitudes of fracture toughness in the horizontal and vertical directions were estimated as 1.16 and 1.87 MPa?m 1/2 , respectively.
The specimens that experienced cyclic loading were tested with the diagonal of the indenter aligned in the horizontal direction. The horizontal crack length was much longer than the vertical crack length, indicating that the anisotropy was more obvious ( Figure 5 ). By substituting the crack length and corresponding mechanical parameters into Equation (2), the magnitudes of fracture toughness in the horizontal and vertical directions were calculated as 0.77 and 1.76 MPa?m 1/2 respectively. The statistical analysis suggested that no statistically significant reduction in elastic modulus or hardness was detected in the lithium disilicate core after cyclic loading (P.0.05). There was no statistically significant reduction in fracture toughness in Figure 2 The fractured IPS e.max specimens. the vertical direction (P.0.05), but a remarkable reduction in the horizontal direction (P,0.05) was noted after cyclic loading. The experimental results for monotonic load to fracture (Table 1) indicated that the ultimate compressive load for lithium disilicate was reduced from 857 to 645 N after cyclic loading (P,0.05), while the ultimate compressive load for the zirconia ceramics was greater 1 000 N and was not significantly influenced by cyclic loading (P.0.05).
Considering the limited number of specimens in the test groups, statistical power analysis was conducted to assess whether the sample size was sufficiently large to illustrate the differences in K IC and loadbearing capacities for the lithium disilicate crowns after fatigue. In the analysis, the probability of committing a Type I error, or false positive, was set at a50.05. The probability b of committing a Type II error, or false negative, was calculated from the experimental results. The statistical power was accordingly determined as 12b. The power analysis from the experimental results indicated that a sample size of 5 in each group was sufficient to demonstrate a difference at a50.05.
DISCUSSION
In recent decades, dental ceramics with high strength and toughness have been developed to meet the requirements of the routine functions of teeth. Despite their general success, some all-ceramic crowns have experienced failure after years of service. 4 In this study, the laboratory evaluations of the mechanical properties of the dental ceramics and of the overall load-bearing capacities were conducted by considering the effects of the cyclic loading, which simulated the routine occlusal behaviours of the restored teeth. As a previous study indicated that the strength of ceramics was affected by flaw distribution, 33 K IC was used to describe the capacity of dental ceramics to resist rapid crack propagation.
It has been reported that fatigue loading could reduce the mechanical strength of all-ceramic materials over time and could cause 100 mm All-ceramic crown fatigue RR Wang et al 102 micro-flaws in veneer and core ceramics. 10, [34] [35] Whether the K IC of the dental ceramics was affected by fatigue loading remains unknown. In the study, the magnitudes of K IC for the IPS e.max Press and Lava zirconia core before and after fatigue loading were compared using the IF method. The experimental results indicated the fatigue loading would cause distinct consequences in hot-press lithium disilicate ceramics, rather than in zirconia ceramics. It should be mentioned that due to its expediency, the IF method had been widely applied in measuring the K IC of brittle materials. However, IF was not an accurate method for measuring the true fracture toughness of materials because of the use of empirical parameters. 36 IF is not recommended to measure the fracture toughness of unknown materials, although it is suitable for mechanical comparisons of the same material under varied conditions.
In the laboratory evaluation, the lithium disilicate behaved anisotropically. Prior to the fatigue loading, the K IC (1.16 MPa?m 1/2 ) parallel to the direction of the veneer/core interface was less than the K IC perpendicular to the interface (1.87 MPa?m 1/2 ). All these measurements were less than the initial K IC of zirconia (5.46 MPa?m 1/2 ). This finding can be explained from the materials' microstructures. IPS e.max Press has needle-like lithium disilicate crystals with lengths of 3-6 mm that are embedded in a glassy matrix. 37 The arrangement of lithium disilicate crystals, which was determined by the hot pressing direction, 8, 36 dictated the macroscopic anisotropic mechanical behaviour of IPS e.max Press. Cracks could redirect and grow in the same direction, with less resistance parallel to the needle-like crystals (Figure 4) . The different crack lengths in two directions suggested that cracks propagating across the crystals were hindered by the aligned crystals as a result of the bridging and crack deflection. 3 Although cyclic loading had trivial effects on the elastic modulus and hardness of the lithium disilicate, it caused a significant reduction in K IC in the primary direction of the lithium disilicate crystals. Thus, the hypothesis raised in the introduction was accepted for the lithium disilicate ceramics. considering the direction along the lithium disilicate crystals. This finding provides an informative evidence for technicians in designing hot-pressing paths while manufacturing lithium disilicate crowns, such as IPS e.max Press. In contrast, the recent development of CAD/CAM lithium disilicate has provided a promising method for dental restorations. CAD/CAM lithium disilicate blocks are manufactured with an optimized pressure-casting process to minimize microstructural defects. As the blocks are formed in an immediate phase due to partial crystallisation, they are easier to machine and can obtain high strength. 38 Combined with aesthetic concerns, CAD/ CAM lithium disilicate monolithic crowns could be used for single crown restoration in the anterior and posterior regions. 39 Zirconia has symmetric crack lengths irrespective of the indenter's diagonal orientation (Figure 3 ) because zirconia possesses regular, fine grains with an average grain size of approximately 500 nm. 40 A laboratory study indicated that the mechanical properties, including the Young's modulus (E), hardness (H) and fracture toughness (K IC ), were not significantly influenced after two million cycles of fatigue with a maximum compressive load at 200 N (P.0.05). Zirconia has a stress-induced transformation-toughening mechanism. When zirconia is subjected to high stress, a structural transformation from the tetragonal to monoclinic phase (tRm) causes compressive stresses, which oppose the opening of cracks and improve resistance to crack growth. 41 Thus, the hypothesis proposed in the introduction had to be rejected for zirconia ceramics. It should be noted that if the fatigue load or quasistatic load exceeded a certain threshold (more that 1 000 N), development of incipient cracks from the quasiplastic zone could have caused strength degradation in the zirconia ceramics. 42 The ultimate load in the monotonic loading experiments showed that the load-bearing capacities of the zirconia system before and after cyclic loading were at the same level, also demonstrating that zirconia was unresponsive to cyclic loading from a macroscopic point of view. The dominant failure mode was chipping of the veneer with the zirconia core remaining intact regardless of the fatigue loading. [43] [44] This finding was consistent with findings from previous studies, which reported that cyclic loading did not significantly affect the mechanical strength of zirconia ceramics by applying cyclic biaxial flexural loading to ceramic disks, [45] [46] and the finding suggested that to improve service life, further investigations should focus on framework design modifications and refinement of the cooling parameters of veneering ceramics. 39 Nevertheless, the loadbearing capacity of the lithium disilicate was significantly reduced after cyclic fatigue (Table 1) . Cracks initiated in the veneer could penetrate into the lithium disilicate core, resulting in bulk failure of the specimen. Differences in the mechanical behaviours of zirconia and the lithium disilicate ceramics were created through fatigue loading.
Dental restorations function in a moist oral environment. In addition to mastication, the moisture might also influence the mechanical behaviours of restored teeth. Water could reduce the service life of restored crowns via two mechanisms. Relevant studies have reported the hydraulic pressure inside cone cracks could add additional stress intensity to crack tips and could accelerate crack growth in veneering ceramics. [47] [48] Furthermore, water-caused cement ageing could lead to loss of bonding strength and could significantly increase the flexural stress in the core. 27 In this study, the fatigue test was conducted only in air, with the purpose of studying the influence of cyclic loading on the mechanical properties of two types of ceramic crowns. Only the effect of the fatigue on the mechanical degradation of ceramic crowns in air was obtained because both the control and test groups were tested in air concluded.
This study provides evidence that the fracture toughness of hotpress lithium disilicate would also decrease after years of service, without the influence of moisture. Clinical studies have demonstrated that zirconia ceramic restorations have had high success rates over a 5-year period. [49] [50] Although chipping or fracture of the veneering porcelain has been reported at a relatively high rate (15.2%), zirconia framework damage has rarely been reported. 51 A comprehensive conclusion from these studies could be drawn that for zirconia crowns, a high-strength core is more durable, while greater attention should be paid to enhancing the strength of veneer ceramics. This study observed degradation of K IC and the load-bearing capacity of the hot-press lithium disilicate core after fatigue. However, the insight of transition into the microstructure requires further study.
Some limitations in this study should be mentioned. In this study, the sectioned, flat porcelain/ceramic bilayered specimens were examined, instead of clinically restored molar crowns. Obviously, the stress distribution in clinically restored molar crowns is more complicated than that in sectioned specimens. However, the basic fracture modes of the restored crowns and sectioned specimens are identical under contact loads. 28 The advantage is that it is convenient to measure the mechanical properties of core materials and to identify the crack initiation and growth among the layers. This design has been applied in a series of studies and has proved effective in analysing the plastic damage and cement ageing in the dental layered structures. 27, 52 The daily functions of restored molar crowns include chewing and biting food. In this laboratory study, the cyclic load was only applied vertically to simulate the bite force, which predominantly causes the stresses in the layered structures, neglecting the stress caused by chewing movement.
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CONCLUSION
This study used an experimental approach to evaluate the effects of fatigue loading on the fracture toughness and load-bearing capacities of IPS e.max Press and zirconia dental ceramics. Differences in mechanical properties after cyclic loading were observed in the two types of dental specimens. There was no significant influence of fatigue loading on the material properties (E, H) or K IC for zirconia, while for the lithium disilicate core, degradation of the anisotropic mechanical behaviour was observed. In detail, K IC , which is parallel to the direction of aligned lithium disilicate crystals, was significantly reduced (P50.001). The load-bearing capacities of the lithium disilcate specimens were remarkably reduced as well. In comparison, the zirconia core possessed superior mechanical reliability and was suitable for posterior molar restorations, while the strength of veneering ceramics should be improved.
